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 Server PC Specification 
 

• Intel Core i5 or better 

• Windows7 / 8/ Server 32 or 64 bits 

• 3 GB RAM 

• 180 GB Hard drive 

 

Dispatcher PC Specification 
 

• Intel Core i5 or better 

• Windows7 /8 Professional 32 or 64 bits 

• 3 GB RAM or better 

• 180 GB Hard drive 

• Sound card 

• Microphone + Speakers or PC Headset 

 

 

 

 
 

 

Dispatch Software for MOTOTRBO™  



  

 

• Required IP bandwidth 

 

• between Server and Repeater:  64 kbps per a repeater 

 

• between Server and Client: 64 kbps per client per voice 

channel 

 

 

 

 
 

 

 

 

 

 

 

  
 

 

 

IP Bandwidth 
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Bandwidth  



TRBOnet Architecture 

1.  Single PC Installation 

• Server and Client on the same PC 

 
 

 
 

 
  

2. Client-Server Installation 

• One Server and up to 30 Dispatchers 
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• Desktop Mic & Headsets 
    It is strongly recommended to use Microphones with Noise Canceling feature 

 
• Imtradex 

 

• Headsets 

 
• Imtradex  

• Logitech 

• Plantronics 

 

 

• Speakers  
• any PC speakers 

 

 

 
 

 

 

 

 

 

 

  
 

 

   

Recommended Mic and Speakers 
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Recommended Mics and Speakers 


